DOC 186 04/2006

®
@M. Meridian™ Ball Valve  Model # MAC2CF
2000 WOG 2-PIECE FULL BORE

FEATURES

« ASME B16.34 design

« Threaded ends conform to
ASME B1.20.1 (NPT)

+ Seal welded body

« Investment casting
 Blow-out proof stem

. 2000 psi (1/4" to 1") CL 800

- 1500 psi (1 1/4" to 2") CL 600
« 1000 psi (2 1/2" to 3") CL 400
« Glassfibre filled PTFE seats

« PTFE packing

+ Latch lock handle

+ Mounting pad

+ Sour / NACE Service

N J
or "D WMeridian ITEM PARTS MATERIAL
1 BODY ASTM A216-WCB
2 END CAP ASTM A216-WCB
3 BALL ASTM A351-CF8M
4 STEM ASTM A276-316
5 GLAND RING AIS| 304
il - 6 BALL SEAT R-PTFE
| ) ) 7 PACKING PTFE
2 @].D @ 8 | THRUST WASHER PTFE
=1 G - 9 | SPRING WASHER AISI 304
10 NUT AIS| 304
| ® . 11 HANDLE AlSI 304
O i Q) 12| HANDLE SLEEVE PVC
8 - 13 LOCK DEVICE AlSI 304
- ! PRESSURE TEMPERATURE RATING

TEMPERATURE °C
38 93 149 205 260 325
2200
138
2000
\
1800
2 @ 6 ! \ 120
L 1600 \
? 1400 - 100 %
= ‘ ‘ [}
DN d L H H1 W [ cv NPS | d L H H1 W | cv L AVA | 50 2
8 116 [ 605 | 53.6 | 10.5 [ 102 10 1/4" | 046 | 238 | 211 | 041 | 402 | 10 ? 1000 \ 2
10 | 128 | 605 | 536 [ 105 | 102 [ 10 38" | 050 | 238 | 211 | 041 [ 402 [ 10 ﬁ o ‘\\‘ 0 B
15 15 | 625 | 57 [ 105 | 102 [ 12 172" | 059 | 246 | 224 | 041 [ 402 | 12 o \‘ 3
20 | 202 | 77 | 624 | 135 | 124 | 35 34" | 080 | 3.03 | 244 | 053 | 488 | 35 600 AN\ Y @
25 | 256 | 90 80 | 157 | 165 | 60 1" [ 101 [ 354 | 315 | 062 | 650 | 60 400
32 32 100 | 837 | 157 [ 165 | 100 1-1/4" | 1.26 | 3.94 | 330 | 062 | 650 [ 100 200 20
40 38 [ 1182 [ 99 17 | 188 [ 150 1-1/2" [ 150 [ 465 [ 3.90 | 067 | 7.40 | 150 %
50 50.8 138 106.9 17 188 250 2" 2 543 4.21 0.67 7.40 250 0 100 200 300 400 500 600
65 | 655 | 167 | 1419 | 275 | 250 | 400 2-1/2" | 258 | 657 | 559 | 1.08 | 9.84 | 400 N EEL TN EE
80 80 193 | 152.8 | 275 | 250 | 600 3" [ 315 | 7.6 | 6.02 | 1.08 | 9.84 | 600

@‘Meridian” Canada's Valve Specialist

DUE TO CONTINUOUS DEVELOPMENT OF OUR PRODUCTS, WE RESERVE THE RIGHT TO MODIFY OUR PRODUCT DESIGN OR CONSTRUCTION WITHOUT PRIOR NOTICE.



@
@M. Meridian” Ball Valve

2000 WOG 2-PIECE FULL BORE

Model #: MAC2SF

DOC 187 04/2006

~
+ ASME B16.34 design
« Threaded ends conform to
ASME B1.20.1 (NPT)
- Seal welded body
+ Investment casting
- Blow-out proof stem
. 2000 psi (1/4" to 1") CL 800
- 1500 psi (1 1/4" to 2") CL 600
- 1000 psi (2 1/2" to 3") CL 400
- Glassfibre filled PTFE seats
« PTFE packing
- Latch lock handle
« Mounting pad
« Sour/ NACE Service
N J
ON @Meridian ITEM PARTS MATERIAL
OFF 1 BODY ASTM A351-CF8M
2 END CAP ASTM A351-CF8M
3 BALL ASTM A351-CF8M
4 STEM ASTM A276-316
5 GLAND RING AISI 304
w . 6 BALL SEAT R-PTFE
- - D) 7 PACKING PTFE
é @ 8 | THRUST WASHER PTFE
REC 9 SPRING WASHER AISI 304
* 3 10 NUT AISI 304
@ . 11 HANDLE AIS| 304
i¥g 12 HANDLE SLEEVE PVC
13 LOCK DEVICE AISI 304
I “m‘m PRESSURE TEMPERATURE RATING
© W”m ml TEMPERATURE °C
put mmm 38 93 149 205 260 325
2200
138
2000
h Y
1800
\
1600 \ 120
= o
g 1400 ‘ 100 ﬁ
DN | d L | H [ H | w | cv |[|nNes]| d L | H | H | W | cv | w2 AT\ 0 2
8 11.6 60.5 53.6 10.5 102 10 1/4" 0.46 2.38 2.1 0.41 4.02 10 3 1000 \ ﬁ
10 | 128 | 605 | 536 | 105 | 102 | 10 3/8" | 050 | 2.38 | 211 | 041 | 402 | 10 (- N\ 0 @
15 15 62.5 57 10.5 102 12 1/2" 0.59 2.46 2.24 0.41 4.02 12 E \‘ 3
20 | 202 | 77 | 624 | 135 | 124 | 35 34" | 080 | 3.03 | 2.44 | 053 | 488 | 35 600 AN -
25 | 256 | 90 80 | 157 | 165 | 60 1" | 101 | 354 | 315 | 062 | 650 | 60 400
32 32 100 83.7 15.7 165 100 1-1/4" | 1.26 3.94 3.30 0.62 6.50 100 200 20
40 38 118.2 99 17 188 150 1-1/2" | 1.50 4.65 3.90 0.67 7.40 150 %
50 50.8 138 106.9 17 188 250 2" 2 5.43 4.21 0.67 7.40 250 0 100 200 300 400 500 600
65 65.5 167 1419 | 275 250 400 2-1/2" | 2.58 6.57 5.59 1.08 9.84 400 TEMPERATURE °F
80 80 193 152.8 | 27.5 250 600 3" 3.15 7.6 6.02 1.08 9.84 600

@‘Meridian” Canada's Valve Specialist

DUE TO CONTINUOUS DEVELOPMENT OF OUR PRODUCTS, WE RESERVE THE RIGHT TO MODIFY OUR PRODUCT DESIGN OR CONSTRUCTION WITHOUT PRIOR NOTICE.




