
8440 Roper Road
Edmonton, Alberta   T6E 6W4
Tel: 780-485-2333   Fax: 780-485-2316

JAG flocomponents n.a.

Style T3 1500 SW

  A105/LF2 - 3705 PSI
F316SS - 3600 PSI

 

  3 Piece threaded construction

  Full or Regular Port 

  ASME B16.34 

  NACE MR0175

  3705 PSI (class 1500)

  Blowout-Proof stem

  Anti-static stem

  NPT end connections

  Fire safe design to API 607

  Locking device

No. PART QTY STANDARD NACE LOW TEMP NACE
STAINLESS 

STEEL

1 BODY 1 A105 A105N A350-LF2 A812-F316
2 CAP 2 A105 A105N A350-LF2 A812-F316
3 GASKET 2 GRAPHITE GRAPHITE GRAPHITE GRAPHITE
4 O-RING 2 VITON VITON VITON VITON
5 SEAT 2 TFM TFM TFM TFM
6 BALL 1 304 SS 316 SS 316 SS 17-4 ph
7 ANTI STATIC SPRING 1 304 SS 304 SS 304 SS 304 SS
8 STEM 1 AISI 4140 17-4 ph 17-4 ph 17-4 ph
9 THRUST WASHER 1 DELRIN DELRIN DELRIN DELRIN
10 O-RING 1 VITON VITON VITON VITON
11 PACKING 1 GRAPHITE GRAPHITE GRAPHITE GRAPHITE
12 PACKING FOLLOWER 1 304 SS 304 SS 304 SS 304 SS
13 BELLEVILLE WASHER 1 304 SS 304 SS 304 SS 304 SS
14 GLAND FLANGE 1 WCB WCB WCB WCB 

15 GLAND BOLT 2 STAINLESS 
STEEL

STAINLESS 
STEEL

STAINLESS 
STEEL

STAINLESS 
STEEL

16 HANDLE NUT 1
CARBON 
STEEL

CARBON 
STEEL

CARBON STEEL STAINLESS 
STEEL

17 HANDLE 1
CARBON 
STEEL

CARBON 
STEEL CARBON STEEL

STAINLESS 
STEEL

Service

STYLE T3 1500 SW
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in mm in mm in mm in mm in mm in mm in mm in mm
1/4" 6.4 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
3/8" 9.5 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
1/2" 12.7 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2

RP 0.50 12.7 5.57 141.5 6.75 172.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
FP 0.75 19.0 5.50 140.0 6.75 172.0 3.67 93.2 8.46 214.9 1.18 30.0 2.23 56.6
RP 0.75 19.0 5.63 143.0 6.75 172.0 3.67 93.2 8.46 214.9 1.18 30.0 2.23 56.6
FP 1.00 25.4 6.00 152.5 6.75 172.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
RP 1.00 19.0 7.46 190.0 8.50 217.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
FP 1.50 38.0 7.38 188.0 8.50 217.0 5.30 134.6 10.00 254.0 1.58 40.0 3.52 89.4
RP 1.00 19.0 7.46 190.0 8.50 217.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
FP 1.50 38.0 7.38 188.0 8.50 217.0 5.30 134.6 10.00 254.0 1.58 40.0 3.52 89.4
RP 1.50 38.0 7.63 194.5 8.50 217.0 5.30 134.6 10.00 254.0 1.79 45.5 3.52 89.4
FP 2.00 50.8 8.05 204.5 9.85 250.0 6.30 160.0 12.40 315.0 1.79 45.5 4.84 122.9

FSize B (NPTxSW)A C D E

31.8

B (SWxSW)

2" 50.8

Bore

3/4" 19.1

1" 19.1

1 1/4"

1 1/2" 38.1

Dimmensions +/- 0.059 in (+/- 1.5mm)
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Size Bore D L H E B G
in mm in mm in mm in mm in mm in mm in mm

1/4” 6.4 FP 0.50 12.70 3.86 98.04 3.26 82.80 6.50 165.1 0.87 22.1 1.70 43.2
3/8” 9.5 FP 0.50 12.70 3.86 98.04 3.26 82.80 6.50 165.1 0.87 22.1 1.70 43.2
1/2” 12.7 FP 0.50 12.70 3.86 98.04 3.26 82.80 6.50 165.1 0.87 22.1 1.70 43.2

3/4” 19.1 RP 0.50 12.70 4.37 111.00 3.26 82.80 6.50 165.1 0.87 22.1 1.70 43.2
FP 0.75 19.00 4.25 107.95 3.67 93.22 8.46 214.9 1.08 27.4 2.23 56.6

1” 19.1 RP 0.75 19.00 4.25 107.95 3.67 93.22 8.46 214.9 1.08 27.4 2.23 56.6
FP 1.00 25.40 5.24 133.10 3.93 99.82 8.46 214.9 1.28 32.5 2.49 63.2

1 1/4” 31.8 FP 1.50 38.00 6.26 159.00 5.30 134.62 10.00 254.0 1.79 45.5 3.52 89.4
1 1/2” 38.1 FP 1.50 38.00 6.26 159.00 5.30 134.62 10.00 254.0 1.79 45.5 3.52 89.4

2” 50.8 RP 1.50 38.00 6.30 160.02 5.30 134.62 10.00 254.0 1.79 45.5 3.52 89.4
FP 2.00 50.80 6.26 159.00 6.30 160.02 12.40 315.0 2.30 58.4 4.84 122.9

3” 76.2 RP 2.00 50.80 10.00 254.00 6.30 160.02 12.40 315.0 2.30 58.4 4.84 122.9
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�� 3 Piece threaded construction
�� Full or Regular Port 
�� ASME B16.34 
�� NACE MR0175
�� 3705 PSI (class 1500)
�� Blowout-Proof stem
�� Anti-static stem
�� NPT end connections
�� Fire safe design to API 607
�� Locking device
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  A105/LF2 - 3705 PSI
F316SS - 3600 PSI

STYLE T3 1500 NPT

in mm in mm in mm in mm in mm in mm in mm
1/4" 6.4 FP 0.50 12.7 3.86 98.0 3.26 82.8 6.50 165.1 0.87 22.1 1.70 43.2
3/8" 9.5 FP 0.50 12.7 3.86 98.0 3.26 82.8 6.50 165.1 0.87 22.1 1.70 43.2
1/2" 12.7 FP 0.50 12.7 3.86 98.0 3.26 82.8 6.50 165.1 0.87 22.1 1.70 43.2

RP 0.50 12.7 4.37 111.0 3.26 82.8 6.50 165.1 0.87 22.1 1.70 43.2
FP 0.75 19.0 4.25 108.0 3.67 93.2 8.46 214.9 1.08 27.4 2.23 56.6
RP 0.75 19.0 4.50 114.3 3.67 93.2 8.46 214.9 1.08 27.4 2.23 56.6
FP 1.00 25.4 5.25 133.4 3.93 99.8 8.46 214.9 1.28 32.5 2.49 63.2
RP 1.00 19.0 6.43 163.3 3.93 99.8 8.46 214.9 1.28 32.5 2.49 63.2
FP 1.50 38.0 6.26 159.0 5.30 134.6 10.00 254.0 1.79 45.5 3.52 89.4
RP 1.00 19.0 6.43 163.3 3.93 99.8 8.46 214.9 1.28 32.5 2.49 63.2
FP 1.50 38.0 6.26 159.0 5.30 134.6 10.00 254.0 1.79 45.5 3.52 89.4
RP 1.50 38.0 6.75 171.5 5.30 134.6 10.00 254.0 1.79 45.5 3.52 89.4
FP 2.00 50.8 6.25 158.8 6.30 160.0 12.40 315.0 2.30 58.4 4.84 122.9

3" 76.2 RP 2.00 50.8 10.00 254.0 6.30 160.0 12.40 315.0 2.30 58.4 4.84 122.9

2" 50.8

Bore

3/4" 19.1

1" 19.1

1 1/4"

1 1/2" 38.1

31.8

D E FSize BA C

No. PART QTY STANDARD NACE
LOW TEMP 

NACE
STAINLESS 

STEEL

1 BODY 1 A105 A105N A350-LF2 A182-F316
2 CAP 2 A105 A105N A350-LF2 A182-F316
3 GASKET 2 GRAPHITE GRAPHITE GRAPHITE GRAPHITE
4 O-RING 2 BUNA VITON VITON VITON
5 SEAT 2 DELRIN DELRIN DELRIN DELRIN
6 BALL 1 304 SS 316 SS 316 SS 17-4 ph
7 ANTI STATIC SPRING 1 304 SS 304 SS 304 SS 304 SS
8 STEM 1 AISI 4140 17-4 ph 17-4 ph 17-4 ph
9 THRUST WASHER 1 DELRIN DELRIN DELRIN DELRIN
10 O-RING 1 BUNA VITON VITON VITON
11 PACKING 1 GRAPHITE GRAPHITE GRAPHITE GRAPHITE
12 PACKING FOLLOWER 1 304 SS 304 SS 304 SS 304 SS
13 BELLEVILLE WASHER 1 304 SS 304 SS 304 SS 304 SS
14 GLAND FLANGE 1 WCB WCB WCB WCB 

15 GLAND BOLT 2
STAINLESS 

STEEL
STAINLESS 

STEEL
STAINLESS 

STEEL
STAINLESS 

STEEL

16 HANDLE NUT 1 CARBON 
STEEL

CARBON 
STEEL

CARBON 
STEEL

STAINLESS 
STEEL

17 HANDLE 1
CARBON 
STEEL

CARBON 
STEEL

CARBON 
STEEL

STAINLESS 
STEEL

SERVICE

Dimensions +/- 0.059 in (+/- 1.5mm)
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T315SW-1205

  A105/LF2 - 3705 PSI
F316SS - 3600 PSI

 

  3 Piece threaded construction

  Full or Regular Port 

  ASME B16.34 

  NACE MR0175

  3705 PSI (class 1500)

  Blowout-Proof stem

  Anti-static stem

  NPT end connections

  Fire safe design to API 607

  Locking device

No. PART QTY STANDARD NACE LOW TEMP NACE
STAINLESS 

STEEL

1 BODY 1 A105 A105N A350-LF2 A812-F316
2 CAP 2 A105 A105N A350-LF2 A812-F316
3 GASKET 2 GRAPHITE GRAPHITE GRAPHITE GRAPHITE
4 O-RING 2 VITON VITON VITON VITON
5 SEAT 2 TFM TFM TFM TFM
6 BALL 1 304 SS 316 SS 316 SS 17-4 ph
7 ANTI STATIC SPRING 1 304 SS 304 SS 304 SS 304 SS
8 STEM 1 AISI 4140 17-4 ph 17-4 ph 17-4 ph
9 THRUST WASHER 1 DELRIN DELRIN DELRIN DELRIN
10 O-RING 1 VITON VITON VITON VITON
11 PACKING 1 GRAPHITE GRAPHITE GRAPHITE GRAPHITE
12 PACKING FOLLOWER 1 304 SS 304 SS 304 SS 304 SS
13 BELLEVILLE WASHER 1 304 SS 304 SS 304 SS 304 SS
14 GLAND FLANGE 1 WCB WCB WCB WCB 

15 GLAND BOLT 2 STAINLESS 
STEEL

STAINLESS 
STEEL

STAINLESS 
STEEL

STAINLESS 
STEEL

16 HANDLE NUT 1
CARBON 
STEEL

CARBON 
STEEL

CARBON STEEL STAINLESS 
STEEL

17 HANDLE 1
CARBON 
STEEL

CARBON 
STEEL CARBON STEEL

STAINLESS 
STEEL

Service

STYLE T3 1500 SW
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in mm in mm in mm in mm in mm in mm in mm in mm
1/4" 6.4 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
3/8" 9.5 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
1/2" 12.7 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2

RP 0.50 12.7 5.57 141.5 6.75 172.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
FP 0.75 19.0 5.50 140.0 6.75 172.0 3.67 93.2 8.46 214.9 1.18 30.0 2.23 56.6
RP 0.75 19.0 5.63 143.0 6.75 172.0 3.67 93.2 8.46 214.9 1.18 30.0 2.23 56.6
FP 1.00 25.4 6.00 152.5 6.75 172.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
RP 1.00 19.0 7.46 190.0 8.50 217.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
FP 1.50 38.0 7.38 188.0 8.50 217.0 5.30 134.6 10.00 254.0 1.58 40.0 3.52 89.4
RP 1.00 19.0 7.46 190.0 8.50 217.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
FP 1.50 38.0 7.38 188.0 8.50 217.0 5.30 134.6 10.00 254.0 1.58 40.0 3.52 89.4
RP 1.50 38.0 7.63 194.5 8.50 217.0 5.30 134.6 10.00 254.0 1.79 45.5 3.52 89.4
FP 2.00 50.8 8.05 204.5 9.85 250.0 6.30 160.0 12.40 315.0 1.79 45.5 4.84 122.9

FSize B (NPTxSW)A C D E

31.8

B (SWxSW)

2" 50.8

Bore

3/4" 19.1

1" 19.1

1 1/4"

1 1/2" 38.1

Dimmensions +/- 0.059 in (+/- 1.5mm)

  A105/LF2 - 3705 PSI
F316SS - 3600 PSI

 

  3 Piece threaded construction

  Full or Regular Port 

  ASME B16.34 

  NACE MR0175

  3705 PSI (class 1500)

  Blowout-Proof stem

  Anti-static stem

  NPT end connections

  Fire safe design to API 607

  Locking device

No. PART QTY STANDARD NACE LOW TEMP NACE
STAINLESS 

STEEL

1 BODY 1 A105 A105N A350-LF2 A812-F316
2 CAP 2 A105 A105N A350-LF2 A812-F316
3 GASKET 2 GRAPHITE GRAPHITE GRAPHITE GRAPHITE
4 O-RING 2 VITON VITON VITON VITON
5 SEAT 2 TFM TFM TFM TFM
6 BALL 1 304 SS 316 SS 316 SS 17-4 ph
7 ANTI STATIC SPRING 1 304 SS 304 SS 304 SS 304 SS
8 STEM 1 AISI 4140 17-4 ph 17-4 ph 17-4 ph
9 THRUST WASHER 1 DELRIN DELRIN DELRIN DELRIN
10 O-RING 1 VITON VITON VITON VITON
11 PACKING 1 GRAPHITE GRAPHITE GRAPHITE GRAPHITE
12 PACKING FOLLOWER 1 304 SS 304 SS 304 SS 304 SS
13 BELLEVILLE WASHER 1 304 SS 304 SS 304 SS 304 SS
14 GLAND FLANGE 1 WCB WCB WCB WCB 

15 GLAND BOLT 2 STAINLESS 
STEEL

STAINLESS 
STEEL

STAINLESS 
STEEL

STAINLESS 
STEEL

16 HANDLE NUT 1
CARBON 
STEEL

CARBON 
STEEL

CARBON STEEL STAINLESS 
STEEL

17 HANDLE 1
CARBON 
STEEL

CARBON 
STEEL CARBON STEEL

STAINLESS 
STEEL

Service

STYLE T3 1500 SW
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in mm in mm in mm in mm in mm in mm in mm in mm
1/4" 6.4 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
3/8" 9.5 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
1/2" 12.7 FP 0.50 12.7 4.44 112.5 5.00 127.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2

RP 0.50 12.7 5.57 141.5 6.75 172.0 3.26 82.8 6.50 165.1 0.87 22.0 1.70 43.2
FP 0.75 19.0 5.50 140.0 6.75 172.0 3.67 93.2 8.46 214.9 1.18 30.0 2.23 56.6
RP 0.75 19.0 5.63 143.0 6.75 172.0 3.67 93.2 8.46 214.9 1.18 30.0 2.23 56.6
FP 1.00 25.4 6.00 152.5 6.75 172.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
RP 1.00 19.0 7.46 190.0 8.50 217.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
FP 1.50 38.0 7.38 188.0 8.50 217.0 5.30 134.6 10.00 254.0 1.58 40.0 3.52 89.4
RP 1.00 19.0 7.46 190.0 8.50 217.0 3.93 99.8 8.46 214.9 1.58 40.0 2.49 63.2
FP 1.50 38.0 7.38 188.0 8.50 217.0 5.30 134.6 10.00 254.0 1.58 40.0 3.52 89.4
RP 1.50 38.0 7.63 194.5 8.50 217.0 5.30 134.6 10.00 254.0 1.79 45.5 3.52 89.4
FP 2.00 50.8 8.05 204.5 9.85 250.0 6.30 160.0 12.40 315.0 1.79 45.5 4.84 122.9

FSize B (NPTxSW)A C D E

31.8

B (SWxSW)

2" 50.8

Bore

3/4" 19.1

1" 19.1

1 1/4"

1 1/2" 38.1

Dimmensions +/- 0.059 in (+/- 1.5mm)
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