DOC 147 03//04

. . n ™
EM Meridian” Check Valve  Model #MSC200SS

FEATURES

+ The thread ends conform to
ASME B1.20.1 (NPT)

+ 316 SS Valve

* Investment casting

+ 200 W.0.G.
- _/
ITEM PARTS MATERIAL
1 BODY ASTM A351-CF8M
2 CAP ASTM A351-CF8M
3 DISC ASTM A351-CF8M
4 GASKET PTFE
5 PLUG SEAL PTFE
6 PLUG AlSI 316
7 PIN AlSI 316

bN | D | L | H " cv NpsS| D | L | H OB cv
15 | 15 | 66 | 46 | 0.3 | 6.9 172" [ 0.59 | 2.60 |1.81 | 0.7 | 6.9
20 | 20 | 81 | 54 |0.48 163 3/4" | 0.79 | 3.19 | 2.13 | 1.1 |16.3
25 | 25 | 91 | 60 |0.75 | 30 T 098 [3.58 [2.36 | 1.7 | 30
32 | 32 [106.5] 72 | 1.15 | 49 11/4" 1.26 | 4.19 | 2.83 | 2.5 | 49
40 | 40 | 121 | 75 |1.54 | 72 112" 1.57 | 4.76 | 2.95 | 3.4 | 72
50 | 50 | 142 | 82 | 2.54 | 130 2" | 1.97 | 5.59 | 3.23 | 5.6 | 130
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DUE TO CONTINUOUS DEVELOPMENT OF OUR PRODUCTS, WE RESERVE THE RIGHT TO MODIFY OUR PRODUCT DESIGN OR CONSTRUCTION WITHOUT PRIOR NOTICE.




