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FEATURES

« The thread ends conform to
ASME B1.20.1 (NPT)

316 SS Valve

. * Investment casting

: %‘} * Rising stem
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) : ITEM PARTS MATERIAL
1 BODY ASTM A351-CF8M
) ; 2 BONNET ASTM A351-CF8M
(97— sl ’ 3 STEM AlSI 316
KUY s o 4 DISC AlSI 316
SR B 5 | GLANDRING AIS| 304
TR T 6 GASKET PTFE
el I 2 7 PACKING PTFE
- @*\\J‘\\\f;[ N 3 8 WASHER AISI 316
7 7 _! 9 | GLANDNUT | ASTM A351-CF8M
L i 10 | HANDLE WHEEL SS 400
L e ST f 11 NAME PLATE ALUMINUM
i E ! 12 NUT AISI 304
DN | D | L | H |w[" cv||Nps| D | L | H | w|["cy
15 12 52 107 | 70 |0.329| 3.8 1/2" | 0.47 | 2.05 | 4.21 | 2.76 | 0.73 | 3.8
20 15 66 116 80 (0472 7 3/4" 1059 |26 |4.57 [3.15(1.04| 7
25 20 76 |129.2| 80 |0.66 1" 1" 1079 | 299 | 509 |[3.15 | 146 | 11

32 25 86 | 1535 90 |1.01 | 21 1-1/4"| 0.98 | 3.39 | 6.04 | 3.54 | 2.23 | 21
40 33 94 | 157 | 100 | 1.29 | 29 1-1/2"11.30 [ 3.7 |6.18 | 3.94 | 2.84 | 29
50 40 118 | 172 | 100 | 1.822| 50 2" | 1.57 | 4.65 [ 6.77 | 3.94 | 4.02 | 50
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DUE TO CONTINUOUS DEVELOPMENT OF OUR PRODUCTS, WE RESERVE THE RIGHT TO MODIFY OUR PRODUCT DESIGN OR CONSTRUCTION WITHOUT PRIOR NOTICE.



