DOC 119 01/04

®
@M. Meridian™ Ball Valve
600 CWP BRASS FULL BORE, SOLDER ENDS

G
L
NPS | 172 3/4 1 11/4 | 112 2 2112 3
D | 0551 |0.748 | 0.944 | 1.181 | 1.496 | 1.889 | 2.519 | 2.992
I 0.492 | 0.748 | 0.905 | 0.964 | 1.102 | 1.338 | 1.476 | 1.673
L ]2106 | 2.716 | 3.346 | 3.819 | 4.488 | 5.433 | 6.614 | 7.598
G | 1.043 | 1.338 | 1.673 | 1.909 | 2.244 | 2.716 | 3.307 | 3.799
A | 3.937 [4.724 | 4724 | 6.220 | 6.220 | 6.220 |10.039|10.039

EMeridian

PRESSURE (PSI)

Model #;: M42

f
FEATURES

and end cap

1/2to 2"

and 3"
e 4°Fto+350°F

* Meets WW-V35C

* Hot forged brass body
* PTFE seats and seals
¢ Flexible lip seat design

* 600 CWP/150 WSP

* 450 CWP/150 WSP 212

operating temperature

OPTIONS

¢ Patented tamper
proof locking handle

® Round handle

e T-handle up 1"

federal US specification
N _/
Item Parts Material
1 Body Forged brass
2 Seat PTFE
3 Ball Chrome plated brass
4 End cap Forged brass
5 Stem Nickel plated brass
6 Gland nut with washer Nickel plated brass
7 Stem nut Zinc coated steel
8 Packing PTFE
9 Thrust Washer Carbon filled PTFE
10 Handle Zinc coated steel
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Canada’'s Valve Specialist

DUE TO CONTINUOUS DEVELOPMENT OF OUR PRODUCTS, WE RESERVE THE RIGHT TO MODIFY OUR PRODUCT DESIGN OR CONSTRUCTION WITHOUT PRIOR NOTICE.




