DOC 120 01/04

®
@M. Meridian™ Ball Valve Model #: M64

600 CWP FULL BORE ACTUATOR READY THREADED ENDS
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Yo, FEATURES

® Hot forged brass body and end cap
Graphite filled PTFE seats

Viton O-ring stem seal

Flexible lip seat design

600 CWP

-4°F to +350 °F operating temperature
) Seat design self compensates for wear
Low operating torque

e 100,000 cycle life tested design
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Item Parts Material
1 Body Forged brass
2 Seat Graphite filled PTFE
3 Ball 316 SS
(
Tl 4 End cap Forged brass
5 Thrust Washer Carbon filled PTFE
6 Stem 316 SS
(=5 7 O-ring seal (2) Viton
|
8 Seat spring (2) Viton
L
NPS 12 3/4 1 11/4 11/2 2 Pressure - Temperature Chart
D 0590 | 0.787 | 0.984 | 1.259 | 1575 | 1.968
| 0.610 | 0.708 | 0.826 | 0.905 | 0.964 | 1.043
L 2598 | 2.933 | 3.562 | 4.094 | 4606 | 5314 600 7
G 1.201 1456 | 1.791 2.047 | 2.322 | 2.657 § N
H 1.220 1515 | 1.673 | 2.185 | 2.441 2.716 E 400 %
CH 1.063 1259 | 1.614 | 1968 | 2.165 | 2.756 § \9\\
w " .
A 1417 1417 | 1417 | 1968 | 1.968 | 1.968 = -7 \~~
B 0.354 | 0.354 | 0.354 | 0.551 | 0.551 | 0.551 200 e
oy 11/,"§§
C 0.220 | 0.220 | 0.220 | 0.259 | 0.259 | 0.259 ~
E 0984 | 0.984 | 0.984 | 1.378 | 1.378 | 1.378 0 =
F 0295 | 0.334 | 0334 | 0570 | 0.570 | 0.570 00 100 200 300 .
Mo | Fo3 | Fo3 | Fo3 | Fos | Fos | Fos TEMPERATURE °F
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DUE TO CONTINUOUS DEVELOPMENT OF OUR PRODUCTS, WE RESERVE THE RIGHT TO MODIFY OUR PRODUCT DESIGN OR CONSTRUCTION WITHOUT PRIOR NOTICE.




